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(Name of Grantee)

(FCC Identifier)

This device can be expected to comply with
part 15 of the FCC Rules provided it is as-
sembled in exact accordance with the in-
structions provided with this kit. Operation
is subject to the following conditions: (1)
This device may not cause harmful inter-
ference, and (2) this device must accept any
interference received including interference
that may cause undesired operation.

(e) For the purpose of this section,
circuit boards used as repair parts for
the replacement of electrically iden-
tical defective circuit boards are not
considered to be kits.

[64 FR 17714, Apr. 25, 1989,as amended at 63
FR 36602, July 7, 1998; 82 FR 50830, Nov. 2,
2017]

§15.27 Special accessories.

(a) Equipment marketed to a con-
sumer must be capable of complying
with the necessary regulations in the
configuration in which the equipment
is marketed. Where special accessories,
such as shielded cables and/or special
connectors, are required to enable an
unintentional or intentional radiator
to comply with the emission limits in
this part, the equipment must be mar-
keted with, i.e., shipped and sold with,
those special accessories. However, in
lieu of shipping or packaging the spe-
cial accessories with the unintentional
or intentional radiator, the responsible
party may employ other methods of en-
suring that the special accessories are
provided to the consumer, without ad-
ditional charge, at the time of pur-
chase. Information detailing any alter-
native method used to supply the spe-
cial accessories shall be included in the
application for a grant of equipment
authorization or retained in the Sup-
plier’s Declaration of Conformity
records, as appropriate. The party re-
sponsible for the equipment, as de-
tailed in §2.909 of this chapter, shall
ensure that these special accessories
are provided with the equipment. The
instruction manual for such devices
shall include appropriate instructions
on the first page of the text concerned
with the installation of the device that
these special accessories must be used
with the device. It is the responsibility
of the user to use the needed special ac-
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cessories supplied with the equipment.
In cases where the manual is provided
only in a form other than paper, such
as on a computer disk or over the
Internet, the information required by
this section may be included in the
manual in that alternative form, pro-
vided the user can reasonably be ex-
pected to have the capability to access
information in that form.

(b) If a device requiring special acces-
sories is installed by or under the su-
pervision of the party marketing the
device, it is the responsibility of that
party to install the equipment using
the special accessories. For equipment
requiring professional installation, it is
not necessary for the responsible party
to market the special accessories with
the equipment. However, the need to
use the special accessories must be de-
tailed in the instruction manual, and it
is the responsibility of the installer to
provide and to install the required ac-
cessories.

(c) Accessory items that can be read-
ily obtained from multiple retail out-
lets are not considered to be special ac-
cessories and are not required to be
marketed with the equipment. The
manual included with the equipment
must specify what additional compo-
nents or accessories are required to be
used in order to ensure compliance
with this part, and it is the responsi-
bility of the user to provide and use
those components and accessories.

(d) The resulting system, including
any accessories or components mar-
keted with the equipment, must com-
ply with the regulations.

[564 FR 17714, Apr. 25, 1989, as amended at 68
FR 68545, Dec. 9, 2003; 82 FR 50831, Nov. 2,
2017]

§15.29 Inspection by the Commission.

(a) Any equipment or device subject
to the provisions of this part, together
with any certificate, notice of registra-
tion or any technical data required to
be kept on file by the operator, sup-
plier or party responsible for compli-
ance of the device shall be made avail-
able for inspection by a Commission
representative upon reasonable re-
quest.

(b) The owner or operator of a radio
frequency device subject to this part
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shall promptly furnish to the Commis-
sion or its representative such informa-
tion as may be requested concerning
the operation of the radio frequency
device.

(c) The party responsible for the com-
pliance of any device subject to this
part shall promptly furnish to the
Commission or its representatives such
information as may be requested con-
cerning the operation of the device, in-
cluding a copy of any measurements
made for obtaining an equipment au-
thorization or demonstrating compli-
ance with the regulations.

(d) The Commission, from time to
time, may request the party respon-
sible for compliance, including an im-
porter, to submit to the FCC Labora-
tory in Columbia, Maryland, various
equipment to determine that the equip-
ment continues to comply with the ap-
plicable standards. Shipping costs to
the Commission’s Laboratory and re-
turn shall be borne by the responsible
party. Testing by the Commission will
be performed using the measurement
procedure(s) that was in effect at the
time the equipment was authorized.

[64 FR 17714, Apr. 25, 1989, as amended at 82
FR 50831, Nov. 2, 2017]

§15.31 Measurement standards.

(a) The following measurement pro-
cedures are used by the Commission to
determine compliance with the tech-
nical requirements in this part. Except
where noted, copies of these procedures
are available from the Commission’s
current duplicating contractor whose
name and address are available from
the Commission’s Consumer and Gov-
ernmental Affairs Bureau at 1-888-
CALL-FCC (1-888-225-5322).

(1) FCC/OET MP-2: Measurement of
UHF Noise Figures of TV Receivers.

(2) Unlicensed Personal Communica-
tions Service (UPCS) devices are to be
measured for compliance using ANSI
C63.17-2013: ‘‘American National Stand-
ard Methods of Measurement of the
Electromagnetic and Operational Com-
patibility of Unlicensed Personal Com-
munications Services (UPCS) Devices”
(incorporated by reference, see §15.38).

(3) Other intentional radiators are to
be measured for compliance using the
following procedure: ANSI C63.10-2013
(incorporated by reference, see §15.38).

§15.31

(4) Unintentional radiators are to be
measured for compliance using the fol-
lowing procedure excluding clauses
4.5.3, 4.6, 6.2.13, 8.2.2, 9, and 13: ANSI
C63.4-2014 (incorporated by reference,
see §15.38).

NOTE 1 TO PARAGRAPH (a)(4): Digital devices
tested to show compliance with the provi-
sions of §15.109(g)(2) must be tested following
the ANSI C63.4-2014 procedure described in
paragraph (a)(4) of this section.

(b) All parties making compliance
measurements on equipment subject to
the requirements of this part are urged
to use these measurement procedures.
Any party using other procedures
should ensure that such other proce-
dures can be relied on to produce meas-
urement results compatible with the
FCC measurement procedures. The de-
scription of the measurement proce-
dure used in testing the equipment for
compliance and a list of the test equip-
ment actually employed shall be made
part of an application for certification
or included with the data required to
be retained by the party responsible for
devices authorized pursuant to Sup-
plier’s Declaration of Conformity.

(c) Except as otherwise indicated in
§15.256, for swept frequency equipment,
measurements shall be made with the
frequency sweep stopped at those fre-
quencies chosen for the measurements
to be reported.

(d) Field strength measurements
shall be made, to the extent possible,
on an open area test site. Test sites
other than open area test sites may be
employed if they are properly -cali-
brated so that the measurement results
correspond to what would be obtained
from an open area test site. In the case
of equipment for which measurements
can be performed only at the installa-
tion site, such as perimeter protection
systems, carrier current systems, and
systems employing a ‘‘leaky’ coaxial
cable as an antenna, measurements for
Supplier’s Declaration of Conformity
or for obtaining a grant of equipment
authorization shall be performed at a
minimum of three installations that
can be demonstrated to be representa-
tive of typical installation sites.

(e) For intentional radiators, meas-
urements of the variation of the input
power or the radiated signal level of
the fundamental frequency component
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